
Marknadsledande tätningslösningar för kablar och rör

GPD(A)/40/ZS

Gummipresstätning med lökringsinsatser
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|  Kabeltätning med lökringsinsatser
	 Gummipressningstätning GPD (A) / 40 / ZS

|  Kabeltätning med lökringsinsatser
GPD (A) / 40 / ZS gummipresstätningar ger stor flexibilitet vad 
gäller antal och diameter på kablar och rör.

Kabeldiametrarna är variabla tack vare den beprövade
lökringstekniken. Ta bara bort så många gummielement
tills önskad diameter har uppnåtts.
Om du inte vill använda en av genomföringarna lämna då
helt enkelt gummidelarna i tätningen.
UGA:s lösning lämpar sig såväl för kablar som för rör.

Nyckelfördel jämfört med liknande system på marknaden:
UGA gummipresstätning är delbar vilket förenklar montaget.

|  Fördelarna med UGA Gummipresstätningar
• Gas och vattentät upp till 2,5 bar
• Lämplig för installation av redan lagda kablar  
• Enkel montering tack vare det delade utförandet med löstagbara 	
  lökringsinsatser
• Genomföringar med upp till 15 kablar med olika diametrar
• Tätning av reservöppningar med de medföljande blindpropparna
• Utbytbara infogningar på begäran
• Skyddar mot gnagare och insekter
• Ljudisolerande

|  Gummipresstätning med lökringsinsatser
Produktnamn: (Exempel)
För mer standardversioner, se sidan 3

GPD200/G/40/ZS/V2A/EPDM
3x(22-54)
4x(4-25)
3x(4-20)
Delad, EPDM gummi, metalldelar av A2 av rostfritt stål
Kabel/rördiam 4-54 mm

|  Systeminsats med lökringsinsatser för installation i en BKD 150 vägginsats

Produktnamn: (Exempel)
För mer standardversioner, se sidan 3

BKD150-E-ZS/V2A/EPDM
3x(22-54)
split, EPDM gummi, metalldelar tillverkade av rostfritt stål A2, med tre flerskikt
insatser för kablar Ø 22-54 mm;
Lämplig för UGA-bajonettsystem BKD 150

|  Lökringsinsats ZS
Produktnamn: (Exempel)
ZS/G/40/EPDM
(D1-DN)
D1 = Minsta kabel- / rördiameter
DN = Maximal kabel- / rördiameter
Lökringsinsats i delad version, även lämplig för 
eftermontering, kan kombineras med enskikts 
gummipresstätningar.
För mer standardversioner, se sidan 3

Standardinsatser för flera lager:
ZS/G/40/EPDM
22-54
ZS/G/40/EPDM
4-32
ZS/G/40/EPDM
4-25
ZS/G/40/EPDM
4-20

Lökringsinsats ZS från UGA 

finns också separat

Sealing and system inserts with multilayers
Rubber press seal GPD(A)/40/ZS
System insert BKD150-E-ZS

uSealing and system inserts with multilayers u  Appreciable customer benefi ts - The advantages of UGA 
systems with multilayer inserts

u  Rubber press seal with 
multilayer inserts

With the GPD(A)/40/ZS rubber press seals and the BKD150-E-
ZS system insert, cables or pipes with different diameters can 
be fl exibly sealed. 
The cable diameters are infi nitely variable thanks to the proven 
multilayer insert technology. Simply remove as many rubber 
elements as necessary until the desired diameter is reached. 
If you do not want to use a drilled hole or a core drilling, simply 
leave the rubber parts in the seal. 
The sealing and system inserts with multilayers from UGA are 
suitable for universal use.
Key advantage over similar systems on the market: 
The body of the UGA rubber press seal and multilayer inserts 
are separated and can therefore be mounted more easily.

Product name: (Example) 
For more standard versions, see page 3

GPD200/G/40/ZS/V2A/EPDM
3x(22-54) 
4x(4-25) 
3x(4-20)
split, EPDM rubber, metal parts made 
of A2 stainless steel, with 3 multilayer 
inserts for cables Ø 22-54 mm;
With two-layer tabs to protect against 
slipping through

Product name: (Example)
ZS/G/40/EPDM
(D1-DN)

D1 = Minimum cable/pipe diameter
DN = Maximum cable/pipe diameter

Multilayer insert in split version also suitable for retrofi tting, can be combined with 
single-layer rubber press seals.
For more standard versions, see page 3

Standard multilayer inserts:
ZS/G/40/EPDM
22-54
ZS/G/40/EPDM
4-32
ZS/G/40/EPDM
4-25
ZS/G/40/EPDM
4-20

•  Gas and watertight up to 2.5 bar
•  Suitable for subsequent installation of cables already laid u

Split version 
•  Easy assembly thanks to separation of the GPD body and 

multilayer inserts
•  Ducting of up to 15 cables of various diameters possible
•  Sealing of reserve openings using the supplied blind plugs
•  Slip protection in the form of two-layer tabs or bayonet 

catch
•  Multilayer inserts in certain sizes can be replaced with 

exchangeable inserts on request
• Protection against rodents and insects
• Sound-insulating
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u Multilayer insert ZS

u  System insert with multilayer inserts for installation 
in a BKD 150 wall insert

Product name: (Example)
For more standard versions, see page 3

BKD150-E-ZS/V2A/EPDM
3x(22-54)
split, EPDM rubber, metal parts made from A2 stainless steel, with three multilayer 
inserts for cables Ø 22-54 mm;
Suitable for UGA bayonet system BKD 150 and for third party manufacturers;
misalignment protection thanks to bayonet catch

Multilayer insert ZS from UGA 
also available separately
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|  Tätnings- och systeminsatser med lökringssinsatser
	 Standardversioner i korthet
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Kärnborrning / vägghylsa Ø Produktnamn Antal kablar / rör Kabel / rör Ø mm

80

GPD80/G/40/ZS/V2A/EPDM/1x(4-32) 0-1 4-32

GPD80/G/40/ZS/V2A/EPDM/2x(4-25) 0-2 4-25

GPD80/G/40/ZS/V2A/EPDM/3x(4-20) 0-3 4-20

100

GPD100/G/40/ZS/V2A/EPDM/1x(22-54) 0-1 22-54

GPD100/G/40/ZS/V2A/EPDM/3x(4-32) 0-3 4-32

 GPD100/G/40/ZS/V2A/EPDM/8x(4-20) 0-8 4-20

GPD100/G/40/ZS/V2A/EPDM/2x(4-32)+2x(4-25) 0-4

varav 0-2 4-32

varav 0-2 4-25

 GPD100/G/40/ZS/V2A/EPDM/2x(4-32)+3x(4-20) 0-5
varav 0-2 4-32
varav 0-3 4-20

125

GPD125/G/40/ZS/V2A/EPDM/1x(22-54) 0-1 22-54

 GPD125/G/40/ZS/V2A/EPDM/3x(4-32) 0-3 4-32

 GPD125/G/40/ZS/V2A/EPDM/6x(4-25) 0-6 4-25

150

 GPD150/G/40/ZS/V2A/EPDM/3x(22-54) 0-3 22-54

GPD150/G/40/ZS/V2A/EPDM/6x(4-32) 0-6 4-32

 GPD150/G/40/ZS/V2A/EPDM/9x(4-25) 0-9 4-25

GPD150/G/40/ZS/V2A/EPDM/4x(4-32)+6x(4-20) 0-10
varav 0-4 4-32
varav  0-6 4-20

160

GPD160/G/40/ZS/V2A/EPDM/3x(22-54) 0-3 22-54

 GPD160/G/40/ZS/V2A/EPDM/4x(4-32)+6x(4-20) 0-10
varav 0-4 4-32
varav  0-6 4-20

GPD160/G/40/ZS/V2A/EPDM/6x(4-32) 0-6 4-32

GPD160/G/40/ZS/V2A/EPDM/9x(4-25) 0-9 4-25

200

 GPD200/G/40/ZS/V2A/EPDM
3x(22-54)+4x(4-25)+3x(4-20) 0-10

varav  0-3 22-54
varav  0-4 4-25
varav  0-3 4-20

 GPD200/G/40/ZS/V2A/EPDM/7x(4-32)+8x(4-20) 0-15
varav  0-7 4-32
varav  0-8 4-20

Systeminsatser för vägginsats BKD 150 på anslutningsplatsen

Vägginsats BKD 150 BKD150-E-ZS/V2A/EPDM/3x(22-54) 0-3 22-54
Vägginsats BKD 150 BKD150-E-ZS/V2A/EPDM/6x(4-32) 0-6 4-32
Vägginsats BKD 150 BKD150-E-ZS/V2A/EPDM/9x(4-20) 0-9 4-25
Vägginsats BKD 150 BKD150-E-ZS/V2A/EPDM/4x(4-32)+6x(4-20) 0-10

varav  0-4 4-32
varav  0-6 4-20



|  Extremt enkel installation!
	 Gummipresstötning med lökringsinsatser
	 GPD (A) -ZS
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|  Gummipresstätning med lökringsprincip

1	 Placera kablarna i hålet 2	 Ta bort insaterna och placera den		
	 öppnade gummipresstätningen 
	 runt kablarna

3	 Använd GPD (A) -ZS i hålet

4	 Mät kabeldiametern 5	 Överför diametern till en önskad 		
	 kabelinföring

6	 Ta bort överflödiga lager i förhållande 	
	 till kabeldiametern

7	 Placera samtliga lökringsinsatser över kablarna och för in dessa i GPD:n 8	 Dra åt muttrarna. Klart!  
	 Vattentät upp till 2,5 bar

info@c3connect.se  |  www.c3connect.se


